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distinctive identification 

•STAINLESS STEEL 

* CAST ALUMINUM alumilited 

•WELDED ALUMINUM alumilited 
(anodized any color) 

• BRONZE 

* PORCELAIN 
•BAKED ENAMEL 

• PLEXIGLASS 


DESIGN ASSISTANCE • Nelco especially invites inquir¬ 
ies from architects and designers. Send us your design 
or logotype and space available. We will be happy to 
work with you on any special sign problem. 


T. NELSON, President 


METALCRAFT, INC. 

3036 WEST CHICAGO AVE. 
CHICAGO 22, ILLINOIS 
Phone: SAcramento 2-4444 


Copyright 1959—Nelco Metalcraft, Inc. 
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2 Fabricated Plexiglass faced letters with 1" or more return fitted to stainless steel, or baked enamel body at least 3" or 4" in depth. 
Plexiglass can be white or colored. Crisp, clean distinctive letters both day and night. Low maintenance since lighting elements 
are out of the weather. 
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NELCO CAST SIZES AND STYLES — 

DESIGNED FOR YOUR EVERY NEED 
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MATERIAL DATA All fabricated letters are bridged and reinforced wherever necessary to insure sound construction. Provision for mounting is incorporated. 

Considerable savings on all CAST letters can be effected by fitting requirements to stock styles and sizes shown in this catalog. 


STAINLESS STEEL (Fabricated) Letters are 
fabricated of #20 gauge, AISI type 302 stain¬ 
less steel (18-8 alloy), with a #2B or #4 finish. 
#18 gauge is used for letters with a stroke of 
3y 2 " or more. All joints are continuously sol¬ 
dered. No joints are used across face of letter. 
All letters guaranteed to be free of wave or 
warp. Grain of the metal runs in same direc¬ 
tion on all letters (either vertical or horizontal). 

CAST ALUMINUM* All letters are cast from 
#214 and #400 aluminum. Continuous-belt 
grinding insures flat, clean surfaces. Sides are 
satin finish. Face may be satin finish or polished 


to bright, mirror-like finish and ALUMILITEDf. 
f Patented by Aluminum Co. of America. 

CAST BRONZE* Letters are cast of fine bronze 
alloy and cleaned by continuous-belt method. 
Satin finish may be lacquered or oxidized. 

PORCELAIN ENAMEL (Fabricated) Letters 
are fabricated from # 16 gauge vitreous enamel¬ 
ing steel. All joints are welded with a continu¬ 
ous weld. Letters are guaranteed to be straight 
and rigid, free from blemishes or scratches. 

BAKED ENAMEL Cast* or (Fabricated) 

Fabricated letters are made of #20 gauge terne 


plate (steel body with heavy lead coating on 
both sides). All joints are continuously soldered. 
Special de-greasing and etching processes in¬ 
sure tight bond of enamel to metal. Enamel 
finish is baked on at 325°F., colors available. 

FABRICATED ALUMINUM Letters are fab¬ 
ricated of .091 to .125 select quality aluminum 
sheet. All joints are welded continuously with 
a heliarc weld and ground smooth. Sides are 
mill finished. Faces may be satin finished or 
polished to a bright mirror-like finish and Alu- 
milited.f (Also can be color anodized or baked 
enamel.) Write for special information on por¬ 
celain-enameled aluminum letters. 


MOUNTING METHODS 
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“SERVING DISCERNING ARCHITECTS THROUGH¬ 
OUT THE UNITED STATES AND MANY FOREIGN 
COUNTRIES FOR OVER TWENTY-FIVE YEARS, 
NELCO IS CONSTANTLY DEVELOPING NEW, UN¬ 
USUAL STYLES IN FABRICATED LETTERS TO KEEP 
PACE WITH THE LATEST DEVELOPMENTS IN MOD¬ 
ERN ARCHITECTURE. MANY EXTRA FEATURES 
ARE A PART OF OUR REGULAR SERVICE TO YOU; 
MADE POSSIBLE BECAUSE WE MANUFACTURE 
OUR LETTERS FROM THE SHEET OR INGOT TO 
THE FINISHED PRODUCT. PLANNING STARTS 
WITH THE RAW METAL AND ENDS WITH AN 
ENGINEERED INSTALLATION. THROUGH OUR 
CLOSE COOPERATION WITH ARCHITECTS AND 
OTHER EXPERTS IN THE FIELD, WE HAVE ESTAB¬ 
LISHED STANDARDS WHICH MEET THE HIGHEST 
REQUIREMENTS THROUGHOUT THE COUNTRY.” 


Suggested Specifications 

Furnish and install all Metal Letters as manufactured by 
Nelco Metalcraft, Inc., where called for on the plans, and 
of the size and type indicated below. 

SIZE_MATERIAL_FINISH_ 

STYLE_DEPTH_STROKE_ 

CROSSES and CADUCEI— Any design and size may 
be fabricated in cast aluminum or bronze, fabricated 

aluminum, extruded aluminum, stainless steel, porcelain 
and plexiglass face. All junctures are welded or bolted 
and ground to an invisible joint. Aluminum crosses and 
caducei are treated in natural, satin alumilite or baked 
enamel finish. Back lighting or other special effects may 
be incorporated to your specifications. 


If You Want The Best, Specify NELCO! 



3036 WEST CHICAGO AVE. 
CHICAGO 22, ILLINOIS 
Phone: SAcramento 2*4444 
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